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PRODUCT TECHNICAL DATA SHEET 
 

CHEMOLLI-FIREBOLT A1 
PRODUCT DESCRIPTION 

Fire-resistant and/or tamper-proof bolt to prevent the door from slipping off the hinge side. 
Galvanised metal cylindrical body in a single piece, machined from solid metal, size 25x4mm, with 
2 countersunk fixing holes. Threaded pin M6x20 for hexagonal key, pointed end. One-piece 
galvanised metal striker, machined from solid billet, dimensions 25x3 mm, with 2 countersunk 
fixing holes. Weight of the device complete with striker 20 grams. 
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CHEMOLLI FIREBOLT A1 adjustable bolt 
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INSTALLATION AND ADJUSTMENT 

The device and striker plate can be positioned either on the door or on the frame. Depending on 
the type of lock and in particular the hinge (hinges with the fulcrum shifted towards the outside of 
the door rotate much more at the end, recessed hinges have the door closing much more on axis), 
the M6x20 threaded pin can be installed with the point inwards or outwards, in the latter case to 
facilitate rotation. Adjustment in the latter case must be carried out manually without the use of 
tools. 

POSITIONING ADVICE 

In relation to fire resistant closures, it is recommended to place the CHEMOLLI-FIREBOLT A1 device 
at points subject to deformation due to the distance from constraints such as hinges. The tightness 
of the restraints should also be evaluated during the execution of the resistance test, as some of 
them, such as hinges, may fail during the test. The exact positioning should be studied according 
to the characteristics of the closure and its fire behaviour. If necessary CHEMOLLI FIRE will be able 
to advise you after analysis of the possible positioning. It is also possible to use several CHEMOLLI-
FIREBOLT A1 devices within one closure.  
It is necessary to position the CHEMOLLI-FIREBOLT A1 and the corresponding striker in parts of the 
closure that guarantee the correct seal for the duration of the fire resistance test.  Failure of the 
support to which the CHEMOLLI-FIREBOLT A1 is attached to, or its striker, corresponds to the 
failure of the device. The perfect centring of the striker plate must also be guaranteed. 

FINAL NOTE: 

The Company reserves for himself right to modify in every moment and without notice the device and the present document. 

LIMITED WARRANTY TERMS 

The CHEMOLLI-FIREBOLT A1 is subject to the applicable statutory warranty.  Exclusions of 
warranty: It is forbidden to alter, modify or modify the component parts of the device. The 
warranty is in any case limited to the replacement of the device and not to any further damage 
that may occur as a result of installation. Any disputes shall be made upon request of a goods 
return voucher to be sent by e-mail to info@chemollifire.com with the details of the supply and 
the sender's contact details: the procedure for handling the dispute shall be communicated later. 
The goods must be returned to the manufacturer at the customer's expense. If a construction 
defect is detected, the device will be replaced by the manufacturer and the shipping costs of the 
replacement products will be borne by the manufacturer. 
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