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PRODUCT DESCRIPTION 

Adjustable concealed door closer, total length 250 mm, 
weight of the device 1800 gr. 

The preload of the door closer springs can be adjusted by 
turning the central screw clockwise or anticlockwise 
depending on the force to be applied to the door when 
closing. 

DIMENSIONS AND ENCUMBRANCES 

 

TECHNICAL DATA Regarding adjustment, please see the description below. 
Please note that this specific product is not subject to CE 
marking as provided for in Chapter 1 of EN1154. 

SIZES  180 x 30 x 250 mm 

CARTER SIZES 230 x 103 x 25 mm 

DOOR OPENING ANGLE Up to 180° 

CLOSING FORCE 30-50 N 

MATERIAL Galvanised steel 

  

WARNING 

The operation of the supplied doors is guaranteed under normal 
pressure conditions, if the rooms separated by them are not equipped 
with forced ventilation systems, or have a suitable air vent capable of 
not constituting over- or under- pressure that would impair the regular 
self-closure of the doors involved 
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ADJUSTMENT AND FIRST INSTALLATION 

Carry out adjustments to the CHEMOLLI FIREBOLT A6 concealed tubular door closer, taking care to wear suitable 
clothing and equipment in order to avoid possible injuries (e.g. protective gloves, goggles ...), while at the same time 
paying particular attention to the danger of crushing. 

First installation. 

On first installation, turn the two screws marked with the letter A in Pic. 1 clockwise 
simultaneously or gradually turn them both evenly until they are completely locked (e.g. 2 full 
turns on the upper screw, 2 full turns on the lower screw, etc.) so that the plates to be secured 
to the frame and leaf are spaced apart. 

Once the plates have been spaced, insert the CHEMOLLI FIREBOLT A6 into the appropriate 
millings in the door, fasten them using the holes marked B in Pic. 1 with 12 ø5 x 40 mm 
countersunk screws. 

Once the plates have been fixed, hold the door leaf open and continue by turning the two 
screws marked A in Pic. 1 counterclockwise evenly until they are completely locked, so that the 
door closer will be functional. 

Door closer adjustment. 

Once the CHEMOLLI FIREBOLT A6 has been installed in the door, the closing force can be 
adjusted by turning the screw marked C in Pic. 1. Turn clockwise to obtain a decrease in force, 
anticlockwise to obtain an increase in force until the desired adjustment is reached. 

We recommend lubricating with a dry lubricant spray every 2500 opening and closing cycles to 
leave the chains clean. 
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